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TEHNICAL DATA SHEET  

 Product description 
Description: G7110 is a silicone primer based on aqueous silicone emulsion, fillers and special additives. 

Use: 
 
 
 
 
 
Main 
characteristic 
elements: 
 
 
 
 
Compatibility 
 
Shelf life in 
packaging: 
 
Packaging: 
 
Storage: 
 
 
Shipping: 
 
Certification: 
 
 
 
 
 
Product 
technical data: 
 
 
 
 
 
 
 
 
 
 
 
Methods of 
application:  
 
Re-coating 
period: 
 
Specific 
consumption: 
 
 
 

It is used for priming all types of exterior masonry surfaces prior to the final application of KÖBER white 
or shaded silicone paints. It is used on cement mineral plasters, cement lime, concrete and old aqueous 
dispersion paints, resistant to wear and washing. 
Not recommended to apply on surfaces below the natural ground level or on surfaces where humidity 
acts under pressure. 
 

• provides good adhesion to the paint system by filling pores and smoothing the surface 

• ensures watertightness 

• reduce the specific consumption of the final coat of the painting system 

• environmentally friendly 

• quick drying at ambient temperature 

• easy to apply 
 
G7110 primers should not be mixed with products other than those recommended by the manufacturer. 
 
48 months from the date of manufacture, subject to compliance with packaging and storage provisions. 
 
 
Is delivered in 4L capacity PVC cans. 
 
in closed, dry, covered, ventilated spaces, protected against weather and solar radiation, away from fire 

sources, at temperatures between 5 - 30C. 
 
The products are shipped by covered means of transport according to the regulations in force. 
 
G7110 product has a technical agreement drawn up by URBAN-INCERC Bucharest and issued by the 
Permanent Technical Council for Constructions - Bucharest. 
 
 
TECHNICAL QUALITY CHARACTERISTICS          

Table no.1 

Item 
No. 

Characteristic name MU Characteristic value Test 
method 

1 Appearance - homogeneous, milky liquid visual 

2 Colour - white visual 

3 Non-volatile substance content, 
0.5g/50cm2,1050C,10min 

% 29 ± 2 SR EN ISO 
3251:2019 

4 Stormer viscosity, 25°C UK 55-70 ASTM D 
562-10/2023 

5 pH - 8.5 - 9 pH-meter 

6 Density, 23°C g/ml 1.05 ± 0.05 SR EN ISO 
2811-1:2023 

 

• brushing 

• rolling 
 

• 1 hour min. 
 

 

• approx. 25 m2/l/coat diluted product 
Consumption may vary depending on surface porosity and preparation. 
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Drying time: Drying times depend on temperature and film thickness and are prolonged by decreasing temperature 
and increasing film thickness. 

 Application instructions 

Product 
preparation 
for 
application: 
 
 
 
Suport 
preparation: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Outdoor 
application 
conditions:: 
 
 
 
 
 
 
Application 
instructions: 
 
 
 

Before opening the package, remove any traces of water, oil, grease or other mechanical impurities to 
prevent contamination of the product. The product is conditioned at 10-30°C Remove any skins that may 
have formed on the surface of the product. Mix the contents to homogenize them using manual or 
mechanical means. 
Surface preparation for exterior application:  
It is necessary to strictly follow the recommendations. 
 
The preparation of the substrate is carried out in accordance with SR EN 1062-1. The applied surface 
must comply with the regulations in force, be dry, flat, free of dust or other impurities that could affect the 
adhesion of the product to the substrate. Before applying the decorative product, all repair work must be 
carried out, respecting the drying and curing time. Otherwise, the properties of the final finish may be 
compromised and the durability of the system decreases. Any unrepaired crack may be the starting 
point for the coating to peel off from the substrate, as the surface is exposed to thermal variations 
(freeze-thaw). New substrates exposed to high humidity due to capillarity cannot be coated without 
repairs or preventive treatments. We recommend priming with 1-2 layers of Silicone Tiefgrund G7101. 
The coating for masonry and concrete is generally carried out in three stages, which depend on the 
condition of the support, namely: preparation operations, priming operations and the application of the 
coating. It is recommended to apply the coating system on a test surface (reference surface) for an 
initial evaluation. 
Old surfaces: 

• previous coatings that show detachments or inadequate adhesion are repaired, leveled with a filler, 
then primed 

• areas repaired by replastering are left to dry for at least 3 days, sanded, dusted and primed 

• the product is not applied to layers of varnish, respectively oil, alkyd paints, synthetic materials or 
poor quality paints 

• lime or humus films are completely removed and the entire surface is primed. 
New mineral surfaces, plasters and concrete 

• freshly applied cement-based, cement-lime plasters or concrete structures can be finished after 
sufficient drying time, usually after 2 weeks, at approx. 20°C and 65±5% relative air humidity. In 
case of unfavourable weather conditions, the drying time will be extended 

• the screeds must be left to dry and mature for at least 7 days 

• after the repaired area has completely dried, the surface must be levelled; larger sand grains, 
evident on the plaster surface, must be removed as they will come off over time, at the same time as 
the finish, by touching; the resulting dust is removed 

• plasters that prove unsuitable by hammering, are completely removed down to the masonry and the 
repair work is carried out; complete, in-depth drying of the repair work is expected 

• existing cracks are repaired with fast-hardening cement paste throughout the entire period of re-
plastering or repairs of problem areas, the substrate temperature must be between 10-30°C 

• fresh concrete is strongly alkaline and chemically reactive; it requires a minimum of 28 days for 
hardening and drying before applying the plaster; if the decorative finish is performed before this 
period, the risk of cracking and efflorescence increases. If the concrete has bleached surfaces, it 
means that efflorescence is present and it is necessary to use Silicon Tiefgrund G7101 as a first 
layer 
 

• ambient and substrate temperature - the ideal application range is 10 - 30°C (the ambient 
temperature should not fall below 10°C in spring and autumn, and in summer it should not exceed 
30°C and the temperature differences on the same wall should not exceed 5 - 6°C)  

• relative humidity of the environment: 65±5% (the products are not applied on wet surfaces and in 
conditions of high humidity (fog, snow or other weather phenomena), in areas exposed to weather 
and water leaks or in direct sunlight) 

• product temperature: 15÷30°C 
Observations: Beware of the danger of freezing overnight! 
 
The product is applied by brushing or rolling on suitably prepared surfaces.  
Apply at least one coat of G7110 silicone primer diluted at a ratio of 1 : 5 with clean cold water (15 -
25°C), depending on the surface porosity and the operating conditions (interior or exterior), then apply 
the final coats of KÖBER products in aqueous dispersion after at least 1 hour. 
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Remarks: Wash the application tools with water immediately after use. 
Do not use below +5°C.  

Security Data:  See the product safety data sheet. 

Occupational 
safety: 
 
Environmental 
protection 
measures: 

All handling, shipping, storage and use operations must be carried out in full compliance with fire 
prevention, occupational health and safety and hygiene regulations. 
 
As a water-thinnable product, it does not pose particular occupational safety problems. Avoid contact 
with skin, eyes and mucous membranes. In case of skin contact rinse with warm water and soap. In 
case of eye contact, rinse thoroughly with water and then see a specialist. 

 
Note: 

 
All these data are of a general nature regarding the performance and use of the product, therefore we 
recommend testing the product under the conditions of the beneficiary's own application technology. 
For further clarification, please contact the manufacturer. 

 


